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Fitting Instructions: 

The Over Fascia Ventilators should be fitted as 
shown positioned 40mm under the front edge of 
the tile or slate on a timber fillet. 

The G1281 Refurbishment Felt Support Tray 
should be positioned on top of the fascia vent 
and secured to the roof trusses as shown. Joints 
should be over lapped by a minimum of 150mm 
felt that should then be dressed over the tray as 
normal. 

Note: - The G1281 Refurbishment Felt 
Support Tray may require trimming of the 
front edge to enable a clear air flow passage 
into the vent.   

The G1200N and G2500N Over Fascia Ventilators can 
be fitted in a continuous run under tiles or slates when a 
parapet wall and valley detail is required to be ventilated 
to provide 10mm2/M (G1200N) or 25mm2/M (G2500N) of 
airflow into the roof space.   

Description: 

Note: - For More Detailed Information See 
Product Information Sheets: - 

EMAIL: 
mbp.care@manthorpebp.co.uk 
WEB: 
www.manthorpebp.co.uk 

mailto:customercare@manthorpe.co.uk
http://www.manthorpebp.co.uk/

	Manthorpe Building Products
	Product Information Sheet
	GENERAL FITTING FOR OVER FASCIA VENTILATORS FITTED IN A VALLEY SITUATION
	B



